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Fitting coulours parts!

Lightning protection components in an optically matching solution!
Visible components for your lightning protection system are also available in the matching RAL colours. All
materials such as steel, stainless steel or aluminum can be powder-coated and thus will blend in with your building.

Every RAL Colour is available, what you see here are just a few samples.
We are happy to help with the selection of the best matching colour for your house!

Anthracit-RAL 7016 Prefawhite-RAL 9016 Copperbrown-RAL 8004
Mossgreen-RAL 6005 Doveblue-RAL 5014 Alubrown-RAL 8014
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With heart and mind DBS

We have provided our customers with a demand-driven and
personal service since 1970. We are your partner for
technically advanced lightning protection systems - from
consulting to installing.

Handmade quality

We manufacture high-quality components (in accordance with European quality
standards). Being a mid-sized business, we are extremely flexible and can respond
to short-term special requests.

Strong partner

We value providing personal service and technical advice on lightning protection
installations and manufacturing of special parts. With an ever-growing range of
products, spare parts and new developments we guarantee you the state-of-the-
art product. An efficient logistics system allows for the quick shipping, delivery and
dispatch of your desired products.
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Very easy: our product numbers

1st digit 2nd and 3rd digit 5th digit 6th digit

product group product group product group name of fixing

1. Conductor clamps 123 1. Steel hot-dip galvanized = 1. cleat

2. Clamps 456 2. Copper 2. Snap type holder 25 mm

3. Sleeves, contact screws 123 3. Plastic 3. Clamping saddle VIIA' 8 mm

4. Bondings and brackets 456 4. Zink die cast 4. VS-cleat

5. rods 123 5. Stainless steel 5. One-hole-cleat

6. Earth electrodes, deep earth el. 456 6. Aluminium 6. spacer 20, 40 with VS-cleat

7. Miscellaneous 123 7. Bimetal 7. double crossbar

8. Screws, nuts, duplo tools, crossbar 456 8. Snap type holder 60 mm

S. Specials 123 9. clampingn saddle VIIA 10 mm
0. without holder

Please note:

Packaging
Our packaging is organised in a way that we are able to deliver regardless of packaging units at any time. Thus, you just
need to order the quantities that you actually need.

Delivery
Quick delivery by freight forwarder and parcel service.

New developments
We constantly strive to improve existing components and develop new ones. Here we will gladly consider your
suggestions.

Custome-made products
Do you need a specific component that is not listed in our catalogue? Then we are the right partner for you, because one
of our strengths is the fast and affordable manufacturing of custom-made products.

Questions about lightning protection

Our expert advice and service in tendering, planning and construction of lighting protection systems has resulted in
many highly satisfied customers. If you need assistence in the field of lightning protection you too should consult us, and
together we will certainly find a solution.

Give us a call, or send us an email. We will visit you on site and show you what we can do for your projects. You can also visit our
website at www.dbs-blitzschutz.com. We look forward to hearing from you!
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DBS
1 - Conductor clamps &) stands for safety

Material Order No. € p.p.

Wall iron DIN 48 828 P available with crossbar 6 mm, 8 mm, fl/30 mm

Steel hot-dip galvanized 70 mm 101011 1,75
Steel hot-dip galvanized 100 mm 101111 1,85
Steel hot-dip galvanized 150 mm 101211 2,15
Steel hot-dip galvanized 200 mm 101411 2,65
Copper 70 mm 101021 5,20
Copper 100 mm 101121 5,55
Copper 150 mm 101221 6,10
Copper 200 mm 101421 6,40

Snap tool DIN 48 805 D available with 13 mm, 16 mm

Steel hot-dip galvanized 70 mm 102011 1,90
Steel hot-dip galvanized 100 mm 102111 2,00
Steel hot-dip galvanized 150 mm 102211 2,35
Steel hot-dip galvanized 200 mm 102311 2,95
Steel hot-dip galvanized 250 mm 102411 3,65
Copper 70 mm 102021 5,65
Copper 100 mm 102121 5,75
Copper 150 mm 102221 6,10
Copper 200 mm 102321 6,40
Shell iron with PVC cover
Steel hot-dip galvanized 250 mm S$102511 4,60
Holder for flush-mounting
Steel hot-dip galvanized 70 mm 103010 1,45
Steel hot-dip galvanized 100 mm 103110 1,60
Steel hot-dip galvanized 150 mm 103210 1,75
Clamp saddle with isolating dowls
Stainless steel with snap-type holder ¢ 8 mm 103053 4,20
Stainless steel with snap-type holder ¢ 10 mm 103059 4,20

Flat strip wall iron DIN 48 805 D available with crossbar fl/30

Steel hot-dip galvanized 70 mm 104011 2,00
Steel hot-dip galvanized 100 mm 104111 2,10
Steel hot-dip galvanized 150 mm 104211 2,40




DBS
1 - Conductor clamps &) stands for safety

Material Order No. € p.p.

Cover rosette

Steel hot-dip galvanized ? 31 mm 1043 10 0,80

Copper @ 31 mm 1043 20 1,45

Stainless steel @ 31 mm 104350 2,30
Cover rosette

PVC grey g 35 mm 1043 30 0,48

PVC copper coloured @ 35mm 104340 0,48
Cover disc or drip ring

PVC grey @ 35 mm 1044 30 0,90
Clamping saddle

Stainless steel 1044 53 2,45

Copper 104423 3,70

screw dowel and dowel with square cover rosette

Clamping saddle complete  with cover rosette, wood screw and wall dowel

Stainless steel 8 mm 1045 53 2,60
Stainless steel 10 mm 104559 2,60
copper-plated 8 mm 1045 23 3,90
copper-plated 10 mm 1045 29 3,90

Also available with cover rosette or cover disc pvc

Conductor clamp for steel straps 40 mm
Steel hot-dip galvanized 104611 1,85
Stainless steel 1046 51 2,60

Conductor clamp for steel straps 50 mm
Stainless steel 1046 50 2,80

Conductor Clamp with flat Strap 30 MM for screw dowel or wood screw with interior thread M8

Zink die cast 1047 41 2,50
_._ E_; 4
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DBS

1 - Conductor clamps &) stands for safety

Material Order No.

Conductor clamp small acc. DIN 48 805 K available with crossbar 8 mm

" Zinc die cast with interior thread M8 104841
Copper-plated 1048 21
with wood screw 5x60 and wall dowel 8x40 mm
Zinc die cast 104941
Copper-plated 104921

Conductor clamp small with cover rosette Stainless steel

- . Zinc die cast S 104 841
Zinc die cast with wood screw 5x60 and S 104941
wall dowel 8x40 mm

\\x’floveltv,,,

Conductor clamp small acc.DIN 48 805 K available with crossbar 8 mm, fl/30
Zinc die cast 105041
Copper-plated 105021
<X

j"-;'.. 3 .
@2 : for screw dowl or wood screw with interior thread M8

Rod Holder acc. DIN 48 805 K available with crossbar 13 mm, 16 mm

Zinc die cast 105241
Copper-plated 105221
for screw dowl or wood screw with interior thread M8

Screw dowel

@ 6 mm 40 mm 105310
@ 8 mm 40 mm 105410

Conductor holder complete

Steel hot-dip galvanized @ fI/30 mm 105511
] Steel hot-dip galvanized @ 8 mm 105611
Steel hot-dip galvanized @ 16 mm 1057 11
Stainless steel @ 8mm 105651
Stainless steel @ 16 mm 105751
Aluminium g 8mm 105661
Aluminium @ 16 mm 105761
Copper g 8mm 105621
Copper @ 16 mm 1057 21

€ p.p.

2,30
5,90

2,50
5,95

3,70
3,90

2,75
6,20

2,75
6,35

0,47
0,52

2,85
2,85
3,05
3,30
3,50
2,95
3,15
4,00
4,35



DBS
1 - Conductor clamps &) stands for safety

Material Length Order No. € p.p.

Conductor clamp complete with pvc foot

Steel hot-dip galvanized ¢ fl.30 mm 105512 2,20
. Steel hot-dip galvanized ¢ 8mm 1056 12 2,20
ﬁ Steel hot-dip galvanized ¢ 16 mm 105712 2,40
- Stainless steel [0) 8 mm 1056 52 2,95
Stainless steel ¢ 16 mm 105752 3,25
Aluminium g 8mm 1 056 62 2,50
Aluminium g 16 mm 1057 62 2,65
Copper ¢ 8mm 1056 22 3,20
Copper @ 16 mm 1057 22 3,50
Conductor clamp fitting for fl/8/13/16 mm
m Steel hot dip galvanized 30 mm 1058 11 2,15
oy Stainless steel 30 mm 105851 2,95
T Aluminium 30 mm 1058 61 2,20
Conductor clamp fitting for f./8/13/16 mm with PVC disc
Steel hot-dip galvanized S 105 810 2,40
Stainless steel S 105 850 3,25
Conductor Clamp fitting for fl./8/13/16 mm with PVC cover rosette
Steel hot-dip galvanized S 105 811 2,75
Stainless steel S 105 851 3,55
P
Roof Conductor with spring
Stainless steel with clamping saddle 180-280 mm 1059 53 5,85

Roof Conductor adjustable DIN 48 826 B

Stainless steel w. snap-type holder 25 mm @ 8 mm 180-260 mm 106052 4,55

Stainless steel with clamping saddle ¢ 8 mm 180-260 mm 1 060 53 4,80
Stainless steel with clamping saddle % 10 mm 180-260 mm 1 060 59 4,80
Copper w. snap-type holder 25 mm ¢ 8 mm 180-260 mm 1 060 22 6,80
Copper with clamping saddle @ 8 mm 180-260 mm 106023 7,65
Copper with clamping saddle @ 10 mm 180-260 mm 1 060 29 7,65

Roof Conductor adjustable large DIN 48 826 B

Stainless steel w. snap-type holder 25mm @ 8 mm 190-400 mm 1061 52 5 00

Stainless steel with clamping saddle @ 8 mm 190-400 mm 106153 5,45
Stainless steel with clamping saddle 10 mm 190-400 mm 1 061 59 5,45
Copper w. snap-type holder 25 mm @ 8 mm 190-400 mm 106122 8,40
Copper with clamping saddle @ 8 mm 190-400 mm 1061 23 9,30

Copper with clamping saddle ?10 mm 190-400 mm 1061 29 9,30



1 - Conductor clamps

Material

Roof Conductor adjustable small

DBS

O

Length

Order No.

Stainless steel with snap-type holder 25 mm® 8 mm 160-170 mm 1 062 52
P8 mm 160-170 mm 1062 53
10 mm 160-170 mm 1 062 59
P8 mm 160-170 mm 1062 22
P8 mm 160-170 mm 1062 23
10 mm 160-170 mm 1 062 29

Stainless steel with clamping saddle
Stainless steel with clamping saddle
Copper with snap-type holder 25 mm
Copper with clamping saddle
Copper with clamping saddle

Roof Conductor adjustable cable routing 40 mm with clamping saddle
Stainless steel
Stainless steel
Copper
Copper

Roof Conductor with rod holder hexagonal bush

Stainless steel
1 Stainless steel

g 8mm
@ 10 mm
@ 8mm
@ 10 mm

180-260 mm
180-260 mm
180-260 mm
180-260 mm

130 mm
300 mm

107153
107159
107123
107129

107550
1076 50

Roof Conductor with rod holder and rod hexagonal bush with air-termination rod Alu 1000 mm

Stainless steel
Stainless steel

Roof Conductor with crossbar DIN 28 826 Q 8 mm

Steel hot-dip galvanized
Steel hot-dip galvanized
Steel hot-dip galvanized
Steel hot-dip galvanized
Aluminium
Aluminium
Aluminium

Aluminium

130 mm
300 mm

160 mm
170 mm
200 mm
240 mm
160 mm
170 mm
200 mm
240 mm

107560
1076 60

106411
106511
106711
106911
106461
106561
106761
106961

Stands for safety

€ p.p.

3,80
4,30
4,30
6,20
7,00
7,00

6,20
6,20
9,90
9,90

16,65
21,25

24,00
29,00

3,70
3,90
3,95
4,50
3,98
4,20
4,40
4,80




DBS
1 - Conductor clamps &) stands for safety

Material Order No. € p.p.

Bitumen sheeting roof supports with double-sided duct-tape

Steel 100x100x70 mm 111111 5,50
hot-dip galvanized 100x100x100 mm 1 112 11 5,90

Bitumen Sheeting roof supports for concrete, steel and walls with double-sided duct-tape

Steel hot-dip galvanized 100x100x30 mm 1117 13 5,40
with clamping saddle

A Novelty 4

PVC @ 80 mm with PVC Holder Height 35 mm 031032 5,20
PVC @ 80 mm with clamping saddle Stainless steel 031033 5,50
Height 35 mm

square glue support 70 x 70 mm 031132 3,60

with PVC Holder Height 25 mm

square glue support 70 x 70 mm 031133 3,95
with clamping saddle Stainless steel Height 35 mm

U-Holder for conductor
Stainless steel @ 8 mm 112050 0,95

also available with screw and wall dowel

Concrete stone with ground DIN 48 229

Concrete stone recyclable with pvc polyeth. @ 8 mm 112630 2,20
Concrete stone recyclable with pvc @ 8 oder 10 mm 1 127 30 2,20
» /UV»resistant

Steel hot-dip galvanized 112700 12,00




DBS

1 - Conductor clamps &) stands for safety

Material Length Order No.

Corrugated sheet roofing galvanized

with clamping saddle ¢ 8mm 113613
with clamping saddle @ 10 mm 113619
with vs-cleat 113614

Corrugated sheet roofing
Stainless steel with snap-type holder 25 mm @ 8 mm 113052

Stainless steel with clamping saddle ® 8mm 113053
Stainless steel with clamping saddle @10 mm 113059
Stainless steel with vs-cleat 113054
Copper with snap-type holder 25 mm @ 8mm 113022
Copper with clamping saddle @ 8mm 113023
Copper with clamping saddle @10 mm 113029
Copper with vs-cleat 113024
Corrugated metal spacers
Stainless steel with snap-type holder25 mm @ 8mm 113152
Stainless steel with clamping saddle g 8mm 113153
Stainless steel with clamping saddle p 10mm 113159

metal straight pursuantto DIN 48 826 M with crossbar 8 mm

Steel hot-dip galvanized 113311
Steel hot-dip galvanized with clampingsaddle @ 8 mm 1 13313
Steel hot-dip galvanized with clampingsaddle @ 10 mm 1 133 19

metal curved DIN 48 826 M with crossbar 8 mm

Steel hot-dip galvanized 114111
Steel hot-dip galvanized with clamping saddle @ 8 mm 1141 13
Steel hot-dip galvanized with clampingsaddle @ 10mm 114119

Brick Strip DIN 48 826 F with crossbar 8 mm
Steel hot-dip galvanized 160 mm 118011

10

€ p.p.

2,60
2,60
2,55

1,70
2,00
2,00
1,85
2,00
2,80
2,80
2,35

2,60
2,85
2,85

1,90
2,30
2,30

2,10
2,40
2,40

2,95




1 - Conductor clamps

DBS

Roof conductor holder DIN 48 826 available with crossbar 8 mm, length 420 mm

T

Roof conductor holder with block length 420 mm, height 6 cm

w

Roof conductor holder medium available with crossbar 8 mm length 300 mm

Roof conductor holder with 1-hole-crossbar across + parallel 8 mm

Slate support self-retaining, length 190 mm

&) stands for safety
Material Length Order No. € p.p.
Steel hot-dip galvanized @ 8 mm 122011 4,25
with snap-type holder 60 mm d8mm 122018 4,40
Stainless steel with snap-type holder 25 mm @ 8 mm 122052 4,20
Stainless steel with clamping saddle @ 8 mm 122053 4,55
Stainless steel 122051 5,75
Copper 122021 11,80
Steel hot-dip galvanized @ 8mm 122311 3,75
Steel hdg w. snap-type holder 25 mm @ 8 mm 122312 3,85
Steel hdg w. snap-type holder 60 mm @ 8 mm 122318 3,95
Steel hdg with clamping saddle ¢ 8mm 122313 4,00
Steel hdg with clamping saddle @ 10 mm 122319 4,00
Copper ? 8mm 122321 8,20
Copper with snap-type holder 25 mm @ 8 mm 122322 8,20
Copper with snap-type holder 60 mm @ 8 mm 122328 8,30
Copper with clamping saddle @ 8mm 122323 8,40
Copper with clamping saddle ® 10 mm 122329 8,40
Steel hot-dip galvanized 260 mm 1261 15 2,95
long 420 mm 126015 3,80
short 200 mm 126215 2,70
Copper 260 mm 126125 7,95
long 420 mm 1260 25 13,50
short 200 mm 1262 25 7,50

Stainless steel with snap-type holder 25 mm @ 8 mm 127552

Stainless steel with clamping saddle $ 8mm 127553
Stainless steel with clamping saddle @10 mm 127559
Copper with snap-type holder 25 mm g 8mm 127522
Copper with clamping saddle @ 8mm 127523

Copper with clamping saddle $10mm 127529

11

2,75
3,20
3,20
3,65
4,90
4,90




DBS
1 - Conductor clamps &) stands for safety

Material Length Order No. € p.p.

Conductor support wnth vs-crossbar, snap-type or clamping saddle

! Steel hot dip galvanized with snap-typeh. 25mm @8 mm 140 mm 129014 2,50
Steel hot dip galvanized with clamping saddle g8mm 140 mm 129012 2,80
Steel hot dip galvanized with clamping saddle 10 mm 140 mm 129013 2,80

Steel hot dip galvanized long with vs-crossbar 140 mm 129019 2,65
Copper with snap-type holder 25 mm #8mm 140 mm 129024 5,85
Copper with clamping saddle #8mm 140mm 129022 6,50
Copper with clamping saddle $10 mm 140 mm 129023 6,50
Copper short with vs-crossbar 140mm 129029 6,20

Steel hot dip galvanized with snap-type h. 25 mm @8 mm 250 mm 129113 2,95
Steel hot dip galvanized with clamping saddle p8mm 250mm 129119 3,20
Steel hot dip galvanized with clamping saddle 210 mm 250 mm 129114 3,20

Steel hot dip galvanized long with vs-crossbar 250 mm 129112 3,10
Conductor support for mortice
Stainless steel with snap-type holder 25 mm @ 8mm 140 mm 129252 2,25
Stainless steel with clamping saddle  8mm 140 mm 129253 2,70
Stainless steel with clamping saddle 10 mm 140 mm 129259 2,70
Copper with snap-type holder 25 mm ¢ 8mm 140 mm 129222 3,65
Copper with clamping saddle ¢ 8mm 140 mm 129223 4,50
Copper with clamping saddle @10 mm 140 mm 129229 4,50

Conductor support for mortice long

Stainless steel with snap-type holder 25 mm @ 8mm 190 mm 129752 2,45
Stainless steel with clamping saddle ¢ 8mm 190mm 129753 2,95
Stainless steel with clamping saddle P10 mm 190 mm 129759 2,95
Copper with snap-type holder 25 mm ¢ 8mm 190 mm 129722 5,75
Copper with clamping saddle ¢ 8mm 190mm 129723 7,30
Copper with clamping saddle @10 mm 190 mm 129729 7,30
Conductor support short
Stainless steel with snap-type holder 25 mm 8 mm 140 mm 129352 2,05
Stainless steel with clamping saddle P8 mm 140 mm 129353 2,30
] Stainless steel with clamping saddle 10 mm 140 mm 129359 2,30
Copper with snap-type holder 25 mm #8mm 140 mm 129322 3,40
Copper with clamping saddle P8 mm 140 mm 129323 4,15
Copper with clamping saddle $10mm 140 mm 129329 4,15

12



1 - Conductor clamps

Material

Conductor support long

Stainless steel with clamping saddle
Stainless steel with clamping saddle
Copper with snap-type holder 25 mm
Copper with clamping saddle
Copper with clamping saddle

Conductor holder alu base brace
Aluminium soft with snap-type holder 25 mm
Aluminium soft with clamping saddle
Aluminium soft with clamping saddle

v

Conductor holder alu base brace

Aluminium soft with snap-type holder
Aluminium soft with clamping saddle
Aluminium soft with clamping saddle

rj.

S

Conductor holder clamping range 15 mm

DBS

O

Length

Stainless steel with snap-type holder 25mm ¢ 8 mm

g 8mm
@ 10 mm
g 8mm
@ 8mm
% 10 mm
@ 8mm
3 8mm
$ 10 mm
@ 8mm
@ 8mm
@ 10 mm

Stainless steel with snap-type holder 25mm ¢ 8 mm

Stainless steel with clamping saddle
Stainless steel with clamping saddle
Copper with snap-type holder 25 mm

Copper with clamping saddle
Copper with clamping saddle

Conductor holder clamping range 8 mm

@ 8mm
@ 10 mm
p 8mm
) 8 mm
¢ 10 mm

Stainless steel with snap-type holder 25mm ¢ 8 mm

Stainless steel with clamping saddle
Stainless steel with clamping saddle
Copper with snap-type holder 25 mm

Copper with clamping saddle
Copper with clamping saddle

13

@ 8mm
% 10 mm
g 8mm
¢ 8mm
¢ 10 mm

Stands for safety
Order No. € p.p.
250 mm 1294 52 2,20
250 mm 129453 2,75
250 mm 1294 59 2,75
250 mm 129422 4,90
250 mm 129423 5,90
250 mm 129429 5,90
140 mm 129362 2,10
140 mm 129363 2,35
140 mm 129369 2,33
100 mm 1296 62 1,95
100 mm 129663 2,20
100 mm 129669 2,20
80 mm 149952 2,40
80 mm 149953 3,00
80 mm 149959 3,00
80 mm 1499 22 3,60
80 mm 1499 23 5,10
80 mm 1499 29 5,10
80 mm 1500 52 2,30
80 mm 150053 2,95
80mm 150059 2,95
80 mm 1500 22 3,45
80 mm 1500 23 5,00
80 mm 1500 29 5,00




DBS
1 - Conductor clamps &) stands for safety

Material Length Order No. € p.p.

Conductor Clamps with barbed hook, clamping height 15 mm

Stainless steel with snap-type holder 25 mm ¢ 8 mm 50 mm 151052 2,50

Stainless steel with clamping saddle g 8mm 50mm 151053 2,80

10 mm 50mm 151059 2,80
8mm 50mm 151022 3,50
8mm 50mm 151023 5,00

10mm 50mm 151029 5,00

Stainless steel with clamping saddle
Copper with snap-type holder 25 mm
Copper with clamping saddle
Copper with clamping saddle

L STNL STRE S U ST

Conductor Clamps with barbed hook, clamping height 8 mm
Stainless steel with snap-type holder 25 mm 8mm 50mm 151152 2,50
8mm 50mm 151153 2,80
10mm 50 mm 151159 2,80

?
Stainless steel with clamping saddle @
@

Copper with snap-type holder 25 mm ? 8mm 50 mm 151122 3,50
?
?

Stainless steel with clamping saddle

Copper with clamping saddle Smm 50mm 151123 5,00
Copper with clamping saddle 10 mm 50 mm 151129 5,00

Stainless steel with snap-type holder40mm @ 8 mm 70 mm 1501 52 2,35
Stainless steel with snap-type holder60mm @ 8 mm 70 mm 1501 58 2,40
Copper with snap-type holder 40 mm @ 8mm 70mm 150122 2,85
Copper with snap-type holder 60 mm ¢ 8mm 70mm 150128 2,85
Gutter Clamp DIN 48 809 available with crossbar 8 mm

Steel hot-dip galvanized 50 mm 230111 2,50
Copper 50 mm 230121 2,95
Aluminium 50 mm 230161 7,95
Bimetallic: clamp Copper, cleat galvanized, 50 mm 230171 7,10
intermediate Stainless steel

Steel hot-dip galvanized 40mm 230117 2,85
Stainless steel 40 mm 230157 5,44
Aluminium 40 mm 230167 3,20
Copper 40 mm 2301 27 8,50

Gutter Clamp with double clamp 8 mm with screw M 10

Steel hot-dip galvanized 50mm 230217 2,85
Stainless steel 50 mm 230257 5,65
Aluminium 50 mm 2302 67 3,20
Copper 50mm 230227 8,50
Steel hot-dip galvanized 43 mm 230511 2,60
Stainless steel 43 mm 230551 5,90
Aluminium 43 mm 230561 2,85
Copper 43 mm 230521 7,45
Bimetallic: clamp Copper, cleat galvanized, 43 mm 230571 7,20

intermediate Stainless steel
14



Michael von Deym GmbH Tel.: +49 (0) 87 26/ 91 00 48

Fabrication of Lightening Protection Components mobile: +49 (0) 171/65 10 20 4

Fax: +49 (0) 87 26 / 15 55
Weihersbach

D-84378 Dietersburg info@dbs-blitzschutz.com

Our company is located in the heart of the Lower Bavarian Rottal and has been producing lightning protection
components for the regional and international market for more than 30 years.

Being in contact with our clients is important to us, so that we
are always close to the project and can constantly optimise the
components according to the clients' needs.

With creative ideas and innovative technology, we develop new
components for individual use and lay the foundations for a safe
and future-oriented lightning protection system.

DBS
www.dbs-blitzschutz.com 15 b Stands for safety



DBS
2 - Clamps &) stands for safety

Material Order No. € p.p.

Parallell clamp with intermediate plate

Steel hot-dip galvanized g 8mm 230017 2,00
Copper @ 8mm 230057 2,45
Stainless steel ¢ 8mm 230067 2,10
Aluminium p 8mm 2300 27 3,65
Mini-multi-purpose clamp with round-head screw M 8
Copper @ 6-8 mm 2 307 50 2,75
Stainless steel @ 6-8 mm 2 307 60 2,00
Aluminium @ 6-8 mm 2307 20 3,55
Multi-purpose clamp ¢ 8-10 mm with round-head screw M 10 DIN 603
Steel 8-10 mm 2304 00 1,20
Steel hot-dip galvanized 8-10 mm 230410 1,85
Stainless steel 8-10 mm 2304 50 5,40
Stainless steel (V4A) 8-10 mm 2304 80 6,50
Aluminium 3 mm 8-10 mm 230460 2,35
Copper 3 mm 8-10 mm 230420 5,40
Bimetallic: Copper, Stainless steel ~ 8-10 mm 230470 4,80
also available with screw 10x40 mm
Multi-purpose clamp 10 mm M 10 DIN 603
Steel 10/10 mm $230400 1,30
Steel hot-dip galvanized 10/10 mm $230410 1,95
Stainless steel (V4A) 10/10 mm S 230480 5,90

Fitting coulours parts!

v Lightning protection components in an optically matching solution!

Visible components for your lightning protection system are also available in the matching RAL colours. All
materials such as steel, stainless steel or aluminum can be powder-coated and thus will blend in with your building.

Every RAL Colour is available, what you see here are just a few samples.
We are happy to help with the selection of the best matching colour for your house!

Anthracit-RAL 7016 Prefawhite-RAL 9016 Copperbrown-RAL 8004

Mossgreen-RAL 6005 Doveblue-RAL 5014 Alubrown-RAL 8014

16



DBS
2 - Clamps &) stands for safety

Material Length Order No. € p.p.

MUIti'pu rpose Clamp with thread + hexagon screw M 10 DIN 993

Steel hot-dip galvanized g 8+8mm 230800 1,10
Steel hot-dip galvanized 2 8+8mm 230810 1,85
Stainless steel g 8+8mm 2308 50 5,20
Aluminium 3 mm 2 8+8mm 2 308 60 2,35
Copper 3 mm o 8+8mm 2 308 20 5,40
mild steel hot-dip galvanized 230010 2,50
Stainless steel 230050 5,40
Aluminium 2 300 60 2,70
Copper 2300 20 5,40
Multi-purpose clamp uni ¢ 16 mm
Steel hot-dip galvanized 2 16 mm 230011 3,55
Stainless steel 2 16 mm 230051 7,95
Multi-purpose clamp with round-head screw
Steel hot-dip galvanized % 16/16 mm 023510 4,00
Steel hot-dip galvanized ? 8/16 mm 0236 10 3,30
Stainless steel ¢ 16/16 mm 023550 9,20
Stainless steel ? 8/16 mm 023650 7,80
Sheet metal Clamp available with crossbar 8 mm
Steel hot-dip galvanized 231111 3,10
Aluminium 231161 885
Copper 231121 6,20
Sheet metal Clamp CrOSS available with crossbar 6 mm, 8 mm
Steel hot-dip galvanized 231411 3,05
Aluminium 231461 3,35
Copper 231421 6,20
Steel hot-dip galvanized g 6-8mm 231414 3,95
Aluminium 2 6-8 mm 2314 64 4,10

Copper 2 6-8 mm 231424 7,60

17



2 - Clamps

DBS

O

Material Length

Sheet metal hook-in clamp cross with crossbar 8 mm

Steel hot-dip galvanized
Aluminium
Copper

Sheet metal hook-in clamp cross with vs-crossbar

Saddle clamp with 2 screws M8 VA

Saddle clamp with M6 VA and hex nut

@ 6-8 mm
¢ 6-8 mm
@ 6-8 mm

Steel hot-dip galvanized
Aluminium
Copper

Steel hot-dip galvanized
Aluminium
Copper

Steel hot-dip galvanized
Stainless steel
Aluminium

Copper

Aluminium

Saddle cIamp with VA M 8 screw VA and double cleat, clamping range 6-8 mm

‘ pran et 2
v

Saddle clamp clamping range 6 mm

Steel hot-dip galvanized
Aluminium
Copper

Zink die cast
red brass

@ 8mm
P 8mm

18

Stands for safety

Order No. € p.p.

231711 2,30
231761 2,85
231721 5,65
231714 2,95
231764 3,25
231724 6,10
232710 1,90
232760 2,30
232720 6,10
232810 2,40
232850 3,95
2328 60 2,90
232820 5,85
232960 3,20
232614 2,70
2326 64 3,00
232624 6,25
232941 5,20
232921 15,90




2 - Clamps

Material

Saddle clamp with stainless steel pressure plate rotabie with crossbar 8 mm

Steel hot-dip galvanized
Stainless steel

Aluminium

Copper

Bimetall Copper/VA/galvanized

Saddle clamp with stainless steel pressure plate rotabie for beit 40 mm
Steel hot-dip galvanized

Saddle clamp with stainless steel pressure plate rotabie for beit 30 mm

Steel hot-dip galvanized
Stainless steel

Saddle clamp with stainless steel pressure plate rotable, vs-crossbar

Steel hot-dip galvanized
Stainless steel
Copper

Saddle clamp with stainless steel pressure plate camping saddie
Steel hot-dip galvanized
Steel hot-dip galvanized
Copper

Copper

Saddle clamp with crossbar ¢i6mm rotable

f\_ Steel hot-dip galvanized
- e

Saddle clamp with stainless steel pressure plate and space rollers

Steel hot-dip galvanized
%ﬁ% Copper

Saddle clamp heavy cross rotable

Ccriss-cross Steel hot-dip galvanized

19

DBS
&) stands for safety

fl 30
fl 30

¢ 6-8 mm
g 6-8 mm
@ 6-8 mm

g 8mm
@10 mm
g 8mm
%10 mm

rotable

% 8mm
g 8 mm

? 6-8 mm

Order No.

233211
233251
233261
233221
233271

233110

233210
233250

233214
233254
233224

233213
233219
233223
233229

233311

233411
233421

233314

€ p.p.

3,00
4,40
2,95
6,20
6,20

3,10

3,00
4,20

3,50
4,80
6,50

3,40
3,40
6,20
6,20

3,15

3,50
7,20

3,10



DBS

2 - Clamps &) stands for safety
Material Length Order No. € p.p.
Terminal clamp unbreakable
Steel hot-dip galvanized, base brace up to 12 mm 233510 i3
Terminal clamp
Steel hot-dip galvanized @  18mm 233610 9,65
for mortice up to 18 mm
Steel hot-dip galvanized @ 35 mm 233710 11,50

for mortice up to 35 mm

Roof conductor holder for metal roofs with vs-crossbar

Steel hot-dip galvanized 3/8” g 16mm 234014 3,40
Steel hot-dip galvanized 1/2” g  20mm 234114 3,50
Steel hot-dip galvanized 3/4” ¢ 25mm 2342 14 3,60
=4 Stainless steel 1/2” @ 20 mm 234154 5,40
Aluminium 3/8” ¢ 16 mm 234064 4,10
Aluminium 1/2” ? 20 mm 234164 4,20
Aluminium 3/4” ? 25 mm 234264 4,30
Saddle clamp with vs-crossbar 6-10 mm
Aluminium Clamping range 18-22 mm 2 343 64 5,10

Steel hot-dip galvanized 50xso0 mm m6x16 @ 8-10/8-10 mm 240310 3,05
Steel hot-dip galvanized soxs0o mmMe6xi6 @ 8-10/16 mm 240410 3,10
Copper 50x50 mm M 6x16 ¢ 8-10/8-10mm 240320 5,95
Copper 50x50 mm M 6x16 ¢ 8-10/16 mm 240420 6,10

Cross clamp strong without intermediate plate DIN 48 845

Steel hot-dip galvanized 60x60 mm M 8x25 © 8-10/8-10 mm 242010 3,30
Steel hot-dip galvanized 60x60 mmM 8x25 @ 8-10/16 mm 242310 3,40

;H- L ﬁ; Steel hot-dip galvanized 60x60 mm M 8x25 @ fl 30/8-10 mm 242410 3,30

g Steel hot-dip galvanized 60x60 mmMm 8x25 @ fl 30/16 mm 242510 3,40

-q;.J ' _,...-.:._." o, Steel hot-dip galvanized 60x60 mm M 8x25 @ fl 30/fl30 mm 242610 3,30

E—A—-.-EF— Stainless steel (V4A) 60x60 mm M 8x25 ? fl 30/8-10mm 242450 9,80
%" T S Y Stainless steel (V4A) 60x60 mm M 8x25 ¢ 8-10/8-10mm 242150 9,90
Stainless steel (V4A) 60x60 mm M 8x25 ? f130/fl130mm 242650 9,70

Copper on request
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DBS
2 - Clamps b

Stands for safety

Material Order No. € p.p.

Cross clamp strong with intermediate plate o 4s 45 Fe0x60 mm, M8 x25

Steel hot-dip galvanized 8-10/8-10mm 243210 4,20
Steel hot-dip galvanized 8-10/16 mm 243410 4,20
Steel hot-dip galvanized f130/8-10mm 243610 4,20
Steel hot-dip galvanized f130/fl130 mm 243810 4,10
Steel hot-dip galvanized f130/16 mm 243910 4,20
Stainless steel (v4A) 8-10/8-10mm 243250 14,90
Stainless steel (v4A) fl30/8-10mm 243650 14,90
Stainless steel (v4a) fi30/fl30mm 243850 14,90
also available in copper on request
Cross clamp heavy for beit up to 40mm 70 x 70 mm, M 8 x 25
Steel hot-dip galvanized fl 40/f1 40 mm 242810 5,30
without intermediate plate
Steel hot-dip galvanized fl40/8-10 mm 242910 5,30
without intermediate plate
Steel hot-dip galvanized fl 40/fl 40 mm 244010 7,50
with intermediate plate
Steel hot-dip galvanized fl40/8-10mm 244110 7,50
with intermediate plate
Connector crosswise
Steel hot-dip galvanized ¢ 8+16+16 mm 245010 2,10
Stainless steel ¢ 8+16+16 mm 245050 5,75
Reinforcement clamp
Steel hot-dip galvanized % 6-12 @ 6-16 mm 2 451 01 1,50
P 055
“-\"§lgv_e/|5v,,
Reinforcement clamp T- and cross connectors
Steel hot-dip galvanized fl40 26-22 mm 245110 2,50
Reinforcement Clamp with double cleat connection 8-10 round conductor
Steel hot-dip galvanized fl40 6-22 mm 245111 3,95
Reinforcement clamp bright steel with double crossbar
bright steel @ 30- 40 mm 245201 7,10

"\’f‘oveltY,,, 4
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DBS
2 - Clamps &) stands for safety

Material Order No. € p.p.

Connector
Steel hot-dip galvanized 30 x3,5/8-10 mm 2 452 10 2,60

Snow guard Clamp available with cleat 8 mm, 10 mm

Steel hot-dip galvanized 250111 3,00
Copper 250121 7,00

Snow guard pipe clamp available with crossbar 8 mm

steel hot-dip galvanized g 1/2° 250311 3,30
steel hot-dip galvanized g 3/4° 250411 3,40
steel hot-dip galvanized p 1“ 250511 3,51
Copper [0) 1/2 “ 250321 6,95
Copper ¢ 3/4“ 2504 21 7,15
Copper 6 1" 250521 7,20
Parallel connectors with 1 screw M8 V2A
steel hot-dip galvanized g 8-10mm 2508 10 1,95
Copper g 8-10mm 2508 60 2,20
Aluminium ¢ 8-10 mm 2508 20 5,20
Parallel connectors with 1 screw 10 x 35 mm V4A
steel hot-dip galvanized ¢ &10mm 250910 3,00
Stainless steel (V4A) ¢ &1l0mm 2509 80 6,90
Parallel connectors with 2 screws M8 VA
steel hot-dip galvanized g 810mm 251110 2,50
Stainless steel g 8-10 mm 251150 3,90
Aluminium @ 8-10 mm 251160 2,60
@ 8-10mm 251120 5,90

Copper

A \Novelt{,
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DBS
2 - Clamps &) stands for safety

Material Length Order No. € p.p.

Connectors DIN 48 852

steel hot-dip galvanized 8-10/8-10 mm 251010 2,85

steel hot-dip galvanized 8-10/ 16 mm 2512 10 2,95

steel hot-dip galvanized 8-10/fI30 mm 251310 2,75

steel hot-dip galvanized 8-10/920 mm 251410 3,15

steel hot-dip galvanized f130/fl30 mm 2515 10 2,75

Stainless steel 8-10/98-10 mm 251050 6,70

Stainless steel 8-10/916 mm 251250 7,00

Stainless steel 8-10/8fl30 mm 251350 6,70

Stainless steel 8-10/ 20 mm 251450 7,10

_J ' — Stainless steel fl 30/f 30 mm 2515 50 6,70
) Stainless steel (V4A) 8-10/#8-10 mm 2 510 80 8,70
i Stainless steel (V4A) 8-10/9 16 mm 251280 9,20

Stainless steel (V4A) 8-10/9fl30 mm 2513 80 8,70

Stainless steel (V4A) 8-10/ ¢ 20 mm 251480 9,30

Stainless steel (V4A) fl 30/fl 30 mm 2515 80 8,60

Diagonal connector with intermediate plate 30 mm

Steel hot dip galvanized @ 16/ 8-10/fl30 mm $521210 4,00

Steel hot-dip galvanized @20/ 8-10/fl30 mm S251410 4,20

Stainless steel @ 16/ 8-10/ fl30 mm S 251 250 7,70

Stainless steel @ 20/ 8-10/fl30 mm S 251 450 7,80

Stainless steel (V4A) @ 16/ 8-10/fl30 mm S 251 280 9,20

Stainless steel (V4A) @ 20/ 8-10/fI30 mm S 251480 9,50
Connector 40/flat 40

Steel hot-dip galvanized fl/fl 251710 2,95

Steel hot-dip galvanized 8-10 mm/fl 251810 3,15

Stainless steel (V4A) fl/fl 2517 80 8,90

Stainless steel (V4A) 8-10 mm/fl 251880 9,20
Diagonal connector with intermediate plate up to 40 mm

Steel hot-dip galvanized @ 20/ 8-10/ fl40 mm S 521710 4,40

Steel hot-dip galvanized @ 25/ 8-10/ fl40 mm S 251 810 4,60

Stainless steel

Stainless steel @ 20/ 8-10/ fl40 mm S 251 350 9,70

@ 25/8-10/ fl40 mm S 251 150 9,90
Stainless steel (V4A)
Stainless steel (V4A) @ 20/ 8-10/ fl40 mm S 251380 11,20
@ 25/ 8-10/ fl40 mm S 251 180 11,40

Wedge type connector

for T-, cross and parallel connectors  8-10 mm/fl 251610 3,50

f. conductors rd-10 and fl-40
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2 - Clamps

Material

Cable lug oinsssasr

Steel hot-dip galvanized
Steel hot-dip galvanized
Aluminium

Aluminium

Copper

Copper

Cable lug oinsssioa

Steel hot-dip galvanized
Steel hot-dip galvanized
Aluminium

Aluminium

Copper

Copper

Cable lug oinassioa
Steel hot-dip galvanized

- Steel hot-dip galvanized
! "iq Aluminium
< ; Aluminium

. "J J Copper
l‘- I"" &y Copper
Cable lug

Malleable iron hot-dip galvanized
Malleable iron hot-dip galvanized

outside Alu, inside Copper
outside Copper inside Alu

DBS

O

Length

8 mm
10 mm
8 mm
10 mm
8 mm
10 mm

8 mm
10 mm
8 mm
10 mm
8 mm
10 mm

8 mm
10 mm
8 mm
10 mm
8 mm
10 mm

8 mm
10 mm

8 mm
8 mm

Stands for safety
Order No. € p.p.
2519 10 0,85
252010 0,90
2519 60 0,95
252060 1,00
2519 20 2,10
252020 2,15
252110 0,85
252210 0,90
252160 0,90
252260 0,95
252120 1,95
252220 2,00
252310 0,85
252410 0,90
252360 0,95
252460 1,00
252320 2,00
252420 2,10
252510 5,95
252610 5,95
212770 3,50
212870 3,50

notes
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DBS

3 - Sleeves, contact screws, separators &) stands for safety
Material Length Order No. € p.p.
Sleeves
Zinc die cast @ 8x8 mm 353040 3,80
Zinc die cast @ 7x10 mm 353140 3,80
Aluminium @ 8x8 mm 353060 3,55
Copper @ 8x8 mm 353020 9,30
Sleeves for squeeze
Aluminium % 8 mm 3534 60 1,815
Sleeves for lightning rods
Aluminium @ 16x16 mm 353560 RIS
Zinc die cast complete @ 8-10mm 360110 2,40
Red brass complete @ 8-10 mm 360220 7,65
Stainless steel @ 6-10 mm 3602 50 10,25
Zinc die cast ¢ 810 mm 3614 40 3,20
Copper plated @ 8-10mm 361420 7,85
Disconnecting clamp M 10 DIN 48 835D
Zinc die cast % 8/8 mm 361540 3,60
Zinc die cast ¢ 8/10 mm 361640 3,65
Copper plated @ 8/8 mm 361520 6,10
Copper plated ¢ 8/10 mm 361620 6,10
Steel hot-dip galvanized g 8-10/8-10 mm 361810 4,10
Steel hot-dip galvanized g 8-10/16 mm 362210 4,35
Steel hot-dip galvanized @ 8-10 mm/fl30 mm 362410 4,20
Stainless steel ¢ 8-10/8-10 mm 361850 5,10
Stainless steel ¢ 8-10/16 mm 362250 5,30
Stainless steel ¢ 8-10 mm/fl 30 mm 3 624 50 5,25
Copper ¢ 8-10/8-10 mm 3618 20 7,20
Copper ¢ 8-10/16 mm 362220 7,40
Copper ¢ 8-10 mm/fl 30 mm 3624 20 7,30
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3 - Sleeves, contact screws, separators

Bi-metal Joints galvanized, with intermediate plate

Cask separator oinsss3sa

Anthracit-RAL 7016

Mossgreen-RAL 6005

DBS

O

stands for safety

Material Length Order No.
Copper/Stainless steel @ 8-10/8-10 mm 361870
Copper/Stainless steel g 8-10/16 mm 362270
Copper/Stainless steel ¢ 8-10 mm/fl30 mm 362470
Zink die cast reinforced 9 8¢ 16 mm 362940
copper-plated ¢ 8616 mm 362920
Zink die cast reinforced g 8416 mm 363040
¢ 8016 mm 363020

copper-plated

Fitting coulours

parts!

Lightning protection components in an optically matching solution!

Visible components for your lightning protection system are also available in the matching RAL colours. All
materials such as steel, stainless steel or aluminum can be powder-coated and thus will blend in with your building.

Every RAL Colour is available, what you see here are just a few samples.
We are happy to help with the selection of the best matching colour for your house!

Prefawhite-RAL 9016

Doveblue-RAL 5014

26

Copperbrown-RAL 8004

Alubrown-RAL 8014

€ p.p.

6,95
7,15
7,00

3,75
7,40

3,75
7,40




DBS
4 - Bondings and brackets &) stands for safety

Material Length Order No. € p.p.

Bridging cables flexibel 16 mm?
Copper 300 mm 430120 7,40

Copper 500 mm 4302 20 9,80
“O

Bridging cable with saddle clamp and vs-cleat
Stainless steel saddle clamp 300 mm 430154 17,90

m@ Stainless steel saddle clamp 500 mm 4302 54 19,50

Set for cable system

500 mm 430211 17,90
750 mm 430311 24,80
1000 mm 430411 29,80

Aluminium 180 mm 4303 60 8,15

Copper 180 mm 4303 20 11,40
Expansion pieces with polystyrene

stainless steel band (3 x 1 mm) 431550 17,90

polystyrene block 180 x 85 x 50 mm

Expansion hanger round DIN 48 842 D
Aluminium 4306 50 3,25
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4 - Bondings and brackets

Material

Connecting piece with clamping saddle

Aluminium

Steel hot-dip galvanized
Copper

Connecting piece with clamping saddle
Stainless steel

Connecting piece with Vs Cleat

Steel hot-dip galvanized
Stainless steel
Aluminium

Copper

Connecting piece with double Cleat wide
Steel hot-dip galvanized
J Aluminium

o ‘r;
w,i‘: : Copper
‘2 '

Connecting bridge DIN 48 841 B

Aluminium with central bore
i Aluminium with central bore
Aluminium

Aluminium

Connecting bridge mounting surface 60 mm
Aluminium with central bore
Aluminium with central bore

Connecting bridge with hexagon bush

Aluminium

= 4

28

DBS

O

Length

170 mm
230 mm
170 mm
230 mm

200 mm
300 mm

230 mm

stands for safety

Order No.

S430 763

S430717
S430727

S 430 853

4307 14
4307 54
4307 64
4307 24

4307 17
4307 67
4307 27

4308 60
431060
431160
431260

S 430 860
S 431 060

S 431 260

€ p.p.

3,95

2,60
4,60

5,95

2,40
4,45
2,40
4,60

2,50
2,50
4,50

1,50
1,80
1,50
1,80

1,90
2,20

10,20




DBS
4 - Bondings and brackets &) stands for safety

Material Order No.

Water pipe clamp with lobe pbin48 818D

Steel hot-dip galvanized 30x4 M 8x25 12 4650 10 3,15
Steel hot-dip galvanized 30x4 M 8x25  ** 465110 3,35
Steel hot-dip galvanized 30x4 M8x25 1 4652 10 3,45
Steel hot-dip galvanized 30x4 M8x25 1 s 465310 3,65
Steel hot-dip galvanized 30x4 M8x25 11 4654 10 3,75
Steel hot-dip galvanized 30x4 M 8x25 1 3 465510 3,95
Steel hot-dip galvanized 30x4 M 8x25 2 4656 10 4,10
Steel hot-dip galvanized 30x4 M 8x25 212 4664 10 4,40
Steel hot-dip galvanized 30x4 M 8x25 3 4665 10 4,60
Steel hot-dip galvanized 30x4 M 8x25 4 4666 10 5,75
Water pipe clamp with lobe pin 48818 D
Stainless steel 30x3 M 8x25 12 4 650 50 5,00
Stainless steel 30x3 M 8x25 3/4 4 651 50 5,45
Stainless steel 30x3 M 8x25 1 4 652 50 5,75
Stainless steel 30x3 M 8x25 1ua 4 653 50 6,45
Stainless steel 30x3 M 8x25 1 4 654 50 6,75
Stainless steel 30x3 M 8x25 1 4 655 50 7,10
Stainless steel 30x3 M 8x25 2 4 656 50 7,55
Stainless steel 30x3 M 8x25 212 4 664 50 8,60
Stainless steel 30x3 M 8x25 3 4 665 50 9,80

Water pipe clamp with lobe and VS-cleat

Steel hot-dip galvanized 30x4 M 8x25 2 4650 14 5,00
Steel hot-dip galvanized 30x4 M 8x25s 465114 5,25
Steel hot-dip galvanized 30x4 M 8x25s 1 465214 585
Steel hot-dip galvanized 30x4 M 8x25s 11 465314 5,55
Steel hot-dip galvanized 30xa M8x2s 112 4654 14 5,75
Steel hot-dip galvanized 30x4 M 8x25 13 465514 5,95
Steel hot-dip galvanized 30x4 M 8x25 2 4 656 14 6,05
Steel hot-dip galvanized 30x4 M 8x25 212 4664 14 6,25
Steel hot-dip galvanized 30x4 M8x25 3 4665 14 6,70
Steel hot-dip galvanized 30x4 M 8x25 4 4666 14 7,30

Water pipe clamp with lobe and VS-cleat

Stainless steel 30x3 M 8x25 12 4 650 54 6,60
Stainless steel 30x3 M 8x25 24 465154 6,80
Stainless steel 30x3 M 8x25 1 4 652 54 7,10
Stainless steel 30x3 M 8x25 1 s 4 65354 7,50
Stainless steel 30x3 M 8x25 1 4 654 54 7,80
Stainless steel 30x3 M 8x25 15 4 655 54 8,70
Stainless steel 30x3 M 8x25 2 4 656 54 9,10
Stainless steel 30x3 M 8x25 21 4 664 54 10,10
Stainless steel 30x3 M 8x25 3 4 665 54 10,40

Also available in aluminium and other sizes
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4 - Bondings and brackets

Material

Downpipe clamp piN 48818 CM 8x 25
Steel hot-dip galvanized 40ximm

-4 o Steel hot-dip galvanized 40ximm
Copper 40x1mm
v Copper 40ximm

Downpipe clamp with vs-cleat

Steel hot-dip galvanized 40ximm
Steel hot-dip galvanized 40ximm
Copper 40x1mm
Copper 40x1mm

Downpipe clamp with worm and notch width 12 mm

Stainless steel
Stainless steel
Stainless steel
Copper
Copper
Copper

also available without notch

Square downpipe clamp with notch

— - b Aluminium

I T Aluminium
Copper
Copper

also available without notch

— -

DBS

&) stands for safety

Length

100
120
100
120

S 8 8 8

100
120
100
120

S 8 8 S

¢ 80-100 mm
¢ 100-120mm
¢ 120-140 mm
¢ 80-100 mm
¢ 100-120mm
¢ 120-140 mm

80x80 mm
100x100 mm
80x80 mm
100x100 mm

Downpipe cIamp adjustable narrow with notch 20 x 1 mm adjustable, screw 6 x 20

Steel hot-dip galvanized
Steel hot-dip galvanized
Stainless steel

-i. =) SRR Stainless steel
Aluminium
Aluminium
Copper
Copper

Downpipe clamp adjustable 40 x 1 mm with vs-cleat

Steel hot-dip galvanized
steel hot-dip galvanized
Aluminium

Aluminium

Copper

Copper

30

@ 80-120 mm
@ 80-180 mm
¢ 80-120 mm
@ 80-180 mm
¢ 80-120 mm
¢ 80-180 mm
¢ 80-120 mm
¢ 80-18 0 mm

@ 60-120 mm
@ 70-200 mm
? 60-120 mm
@ 70-200 mm
? 60-120 mm
@ 70-200 mm

Order No.

4676 10
467810
4676 20
4678 20

4676 14
4678 14
4676 24
4678 24

473050
473150
473250
473020
473120
473220

S4719 60
$472160

S4719 20
$472120

472910
472810
4728 50
472750
4729 60
4728 60
4729 20
4728 20

480114
480214
4801 64
4 802 64
480124
480224

€ p.p.

2,65
2,75
7,50
7,80

3,80
3,98
8,30
8,50

3,45
3,75
4,20
5,70
6,80
7,00

2,70
3,10
4,40
4,90

1,95
2,70
3,85
4,40
2,05
2,75
4,85
5,45

3,10
3,45
3,20
3,50
8,90
10,90




4 - Bondings and brackets

Material

Downpipe clamp NArrow 8 mm fl/30 with crossbar

Steel hot-dip galvanized 28x1 mm
Steel hot-dip galvanized 28x1 mm
Steel hot-dip galvanized 28x1 mm
Steel hot-dip galvanized 28x1 mm
Stainless steel 28x1 mm

Stainless steel 28x1 mm

Stainless steel 28x1 mm

Stainless steel 28x1 mm
Aluminium 28x1 mm

Aluminium 28x1 mm

Aluminium 28x1 mm

Aluminium 28x1 mm

Copper 28x1 mm

Copper 28x1 mm

Copper 28x1 mm

Copper 28x1 mm

DBS

&) stands for safety

Length

80 mm
100 mm
120 mm
150 mm

80 mm
100 mm
120 mm
150 mm

80 mm
100 mm
120 mm
150 mm

80 mm
100 mm
120 mm
150 mm

Order No.

471311
471611
471811
472011

471351
471651
4718 51

472051
471361

4716 61
4718 61
472061
471321
471621
471821
472021

Downpipe Clamp Bi-metal narrow intermediate plate Stainless steel/galvanized 8 mm fl/30 with crossbar

Downpipe clamp narrow with notch

Copper
Copper
Copper
Copper

80 mm
100 mm
120 mm
150 mm

Steel hot-dip galvanized 20x1 mm M6x20 80 mm
Steel hot-dip galvanized 20x1 mm M6x20 100 mm
Steel hot-dip galvanized 20x1 mm M6x20 120 mm
Steel hot-dip galvanized 20x1 mm M6x20 150 mm

Aluminium 20x1 mm M6x20
Aluminium 20x1 mm M6x20
Aluminium 20x1 mm M6x20

Aluminium 20x1 mm M6x20
Copper 20x1 mm M6x20

Copper 20x1 mm M6x20
Copper 20x1 mm M6x20
Copper 20x1 mm M6x20

80 mm
100 mm
120 mm

150 mm
80 mm

100 mm
120 mm
150 mm

470371
470671
470871
470971

471910
472110
472310

472510
4719 60

472160
4723 60

472560
4719 20

472120
472320
472520

€ p.p.

2,40
2,60
2,80
3,35
3,35
3,65
4,00
4,60
2,35
2,60
2,75
3,35
5,40
5,65
5,95
6,70

5,85
6,00
6,15
6,40

1,75
1,90
2,00
2,25
1,75
1,85
1,95
2,25
3,40
3,85
4,15
4,70

notes/comments
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4 - Bondings and brackets

Material

Downpipe clamp adjustable 28 x1 mm with crossbar
Steel hot-dip galvanized
Stainless steel
B - s Aluminium
BEEE e Copper

Downpipe clamp narrow 20x 1 mm screwless mounted

Stainless steel
Stainless steel

Aluminium

Aluminium

Copper
’A- s Copper

Downpipe clamp 28 x1 mm screwless mounted
Stainless steel
Stainless steel

Aluminium
Aluminium
Copper
Copper

Downpipe Clamp 28 X 1 mm screwless mounted for clamp screw
Stainless steel

Stainless steel
Aluminium
Aluminium

3 Copper
Copper

Downpipe Clamp 28 X 1 mm screwless mounted with vs-cleat
Stainless steel

Stainless steel
Aluminium
Aluminium
Copper

a ‘:? Copper

32

DBS

&) stands for safety

Length

2 80-120 mm
$ 80-120 mm
@ 80-120 mm
@ 80-120 mm

% 80-90-100 mm
¢ 100-110-120 mm
¢ 80-90-100 mm
¢ 100-110-120 mm
¢ 80-90-100 mm
¢ 100-110-120 mm

@ 80-90-100 mm
% 100-110-120 mm
@ 80-90-100 mm
@ 100-110-120 mm
@ 80-90-100 mm
¢ 100-110-120 mm

¢ 80-90-100 mm
¢ 100-110-120 mm
@ 80-90-100 mm
@ 100-110-120 mm
@ 80-90-100 mm
@ 100-110-120 mm

¢ 80-90-100 mm
¢ 100-110-120 mm
@ 80-90-100 mm
@ 100-110-120 mm
@ 80-90-100 mm
# 100-110-120 mm

Order No.

480311
4 803 51
480361
4803 21

4 805 50
4 806 50
4 805 60
4 806 60
4805 20
4806 20

4 807 50
4 808 50
4 807 60
4 808 60
4807 20
4808 20

4809 50
481050
4 809 60
4810 60
4809 20
4810 20

481154
481254
481164
4812 64
481124
4812 24

€ p.p.

2,90
4,10
2,85
6,10

1,60
1,80
0,85
0,95
3,15
3,35

1,90
2,10
0,99
1,10
3,65
4,20

1,85
2,10
0,99
1,10
3,75
4,20

3,25
3,45
2,20
2,30
5,80
6,20




DBS
4 - Bondings and brackets &) stands for safety

Material Order No.

Grip head for strap 14x0,3mm

Stainless steel 4740 50 2,45

Copper 4740 20 3,05
Stainless steel strap roll 50 m 4 741 50 74,00

Galvanized die cast 900 2,50

Earthing pipe clamps

With bronze belt 1/8- 1/2“ 901 3,45

@ _ With bronze belt 1/8-4“ 902 4,90
B . With bronze belt 1/8-6“ 903 5,00

Fitting coulours parts!

= Lightning protection components in an optically matching solution!

Visible components for your lightning protection system are also available in the matching RAL colours. All
materials such as steel, stainless steel or aluminum can be powder-coated and thus will blend in with your building.

Every RAL Colour is available, what you see here are just a few samples.
We are happy to help with the selection of the best matching colour for your house!

Anthracit-RAL 7016 Prefawhite-RAL 9016 Copperbrown-RAL 8004

Mossgreen-RAL 6005 Doveblue-RAL 5014 Alubrown-RAL 8014




5 - Fireplace and earth entry rods

Material

Air-termination rod Aluminium tapered 16 mmwith1m 10mm

Aluminiumg 10 mm 1000 mm long
Aluminium@ 10 mm 1000 mm long
Aluminium g 10 mm 1000 mm long
Aluminium @ 10 mm 1000 mm long
Aluminium @ 10 mm 1000 mm long
Aluminium g 10 mm 1000 mm long

Air-termination rod tapered # 16/10 mm solid material without thread

Aluminium ¢10 mm 1000 mm long
Aluminium ¢10 mm 1000 mm long
Aluminium 10 mm 1000 mm long
Aluminium 810 mm 1000 mm long
Aluminium 10 mm 1000 mm long
Aluminium 10 mm 1000 mm long

Air-termination rod tapered 8 16/10 mm solid material without thread
Aluminium ¢10 mm 1000 mm long

/ Aluminium ¢10 mm 1000 mm long
T = Aluminium 10 mm 1000 mm long

Air-termination rod

Aluminium @16 mm
Aluminium ¢ 16 mm
Aluminium ¢ 16 mm
Aluminium % 16 mm
Aluminium ¢ 16 mm

DBS

O

Length

1500 mm
2000 mm
2500 mm
3000 mm
3500 mm
4000 mm

1500 mm
2000 mm
2500 mm
3000 mm
3500 mm
4000 mm

2000 mm
2500 mm
3000 mm

1000 mm
1500 mm
1750 mm
2000 mm
3000 mm

Air-termination rod tapered, solid with internal thread @ 10 mm , male/external thread @ 16

. Aluminium
in two parts for easy transport for self-assembly .
Aluminium
Aluminium
Aluminium

Aluminium

\ \Novelty' ,/"‘

Air-termination rod aluminium, with internal thread for self-assembly

Aluminium ? 10 mm

210 mm
oo Aluminium % 16 mm
Aluminium % 16 mm

/ Aluminium ¢ 16 mm
® 16 mm Aluminium ¢ 16 mm

34

2000 mm
2500 mm
3000 mm
3500 mm
4000 mm

1000 mm

1000 mm
1500 mm
2000 mm
2500 mm

stands for safety

Order No.

013060
013160
013260
013360
013460
013560

5759 60
576060
576160
576260
576360
5764 60

5766 60
576760
5768 60

577060
577160
577260
577360
577560

578060
578160
578260
578360
578460

5785 60

5786 60
578760
5788 60
578960

€ p.p.

11,80
15,20
18,40
21,80
25,90
29,40

14,00
17,00
20,20
25,50
30,50
36,00

18,30
21,50
26,70

11,50
14,70
17,10
19,30
28,40

22,50
25,30
29,30
32,50
35,40

7,00

15,00
17,80
21,80
25,00




DBS
5 - Fireplace and earth entry rods &) stands for safety

Material Order No. € p.p.

End tip for rounded wire ends

m zinc die cast 1000 mm 5790 40 1,90

Fireplace rods pin 48 802

rounded steel hot-dip galvanized @ 16 mm 1000 mm 5 803 10 10,60

/ rounded steel hot-dip galvanized © 16 mm 1250 mm 5 804 10 13,40
/‘ rounded steel hot-dip galvanized ¢ 16 mm 1500 mm 5 805 10 15,40
o rounded steel hot-dip galvanized @ 16 mm 1750 mm 5 806 10 18,00

rounded steel hot-dip galvanized ¢ 16 mm 2000 mm 5 807 10 20,50

also available in aluminium, copper and Niro

Fireplace rods piN 48 850 K

. 16 mm rounded steel hot-dip galvanized 1000 mm 581310 14,40
. é with lug on one end 1 hole 1250 mm 581410 16,70
-~ + 1 KS-screw 1500 mm 581510 18,75

>

Earth entry rod isolated with shrink tube and connector lug

hot-dip galvanized » 16/10 mm 750/1000 mm 582010 18,20
hot-dip galvanized ¢ 16/10 mm 1000/1000 mm 582110 20,40
hot-dip galvanized ¢ 16/10 mm 1250/1000 mm 5822 10 22,50
hot-dip galvanized ¢ 16/10 mm 1500/1000 mm 5823 10 25,20

Earth entry rods complete with 2 KS screws and 1 cask separator
16 mm round iron hot-dip galvanized 1500 mm 583110 22,60

ﬁ : 1 _ff? with lug 1750 mm 5832 10 24,60
o o> %Y 2holes 2000 mm 5833 10 28,20

Also available in copper

Copper flanges ¢ 16 mm

with plate 150 x 150 x 3 mm 750 mm 5850 20 145,00
Flat band holder DIN 48 833 A
Mild steel hot-dip galvanized ¢ 8, ¢ 10/fl 583710 4,10
40x2,5 mm
Flat band holder light
Mild steel hot-dip galvanized @ 8, ¢ 10/fl 583910 2,05
40x1,0 mm

f
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DBS
6 - Earth electrodes - deep earth electrodes &) stands for safety

Material Length Order No. € p.p.

Cross earth electrode DI 48 852 s Steel cross profile 50 x 3 mm

Steel hot-dip galvanized 1000 mm 684010 23,50
Steel hot-dip galvanized 1500 mm 684110 30,40
Steel hot-dip galvanized 2000 mm 684210 40,30

Earth rod DpiN 48 852 SM steel lenght 1,50 m

Steel hot-dip galvanized @ 20 mm 6 850 10 27,50
Steel hot-dip galvanized @ 25 mm 685110 34,00
Stainless steel (V4A) @ 20 mm 6 850 80 110,00

Stainless steel @ 20 mm 6 850 50 83,70

Impact spikes pin 48 852

Malleable iron hot-dip galvanized @ 20 mm 685510 2,80
Malleable iron hot-dip galvanized % 25 mm 6856 10 3,10

Earth bracks with Iugs and contact screw 30 x 4 mm, M 8 x 25

Steel hot-dip galvanized 8 20/1/2 463010 5,85
Steel hot-dip galvanized @ 25/ 34 463110 6,50

Earth bracks with lugs and vs-cleat 30 x 3 mm, M 8 x 25
Stainless steel 8 20/ 4 650 54 5,00

Earth bracks with lugs and contact screw 30 x 4 mm, M 8 x 25
Steel hot-dip galvanized 8 20/1/2 463210 13,50
&= Steel hot-dip galvanized @ 25/ 32 463310 13,70
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DBS

7 - Miscellaneous &) stands for safety
Material Length Order No. € p.p.
Test terminal set without disconnection clamp
Stainless steel Lid 140x140x68 mm 7 91050 45,00
Copper Lid 140x140x68 mm 7 910 20 56,50
Test terminal box with disconnection clamp
length 200 mm, isolated 791150 65,00
box: plastic, lid: stainless steel
Die cast 200x130 mm 7 902 80 61,50
Spark gap
) I Steatit electro white with KS @ 6,810 mm 7900 10 19,80
Revision door DIN 48 839 R
sheet metal galvanized 200 x 150 mm 790410 15,90
Copper 200 x 150 mm 7904 20 42,90
also available in stainless steel
Shrink tube fitting for 8 16 mm
plastic, black @ 16 mm + fl. 30x3,5 mm 7 901 00 6,50
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DBS
7 - Miscellaneous &) stands for safety

Material Order No.

Anti-corrision Tape

& 50 mm 7905 00
100 mm 7 907 00
Numbers

Aluminium g 8mm 7 890 60

Aluminium g 16 mm 7 892 60

Aluminium fl 40 mm 7 894 60

Aluminium ¢ 13 mm 7 895 60

Copper ¢ 8mm 7 890 20

Copper g 16 mm 7 892 20

Aluminium fl 30 mm 7 896 60

Aluminium g 8 mm 7 897 60

Aluminium ?l 6 mm 7 898 60

brass nickel plated 7912 10

with cover (sealable) for domestic service connections up to 100 A
clamping options: 7 x 25 up to 16 mm?
1 earth belt up to 30 x 3,5 mm

base plate and lid of sheet steel 791110

Clamping rail 35 x 4 mm fv
2 x Earth belt 40 x 4 mm

1 x Copper rope 50 mm?
12 x Conductors 20 mm?

Earth rail
hot dip-galvanized 394 mm 7913 10

eATE T ' ' other versions also available

38

17,30
31,30

1,95
2,30
2,25
2,30
3,50
3,70

2,30
1,95
2,35

18,85

1 massive round conductor upto @ 8to 10 mm (lightening protection)

51,50

29,30



DBS
7 - Miscellaneous &) stands for safety

Material Order No.

Fixed earthing terminals

Contact plate @ 80 mm (V4A) 7 914 50 28,90
with 3 holes ¢ 4,0 mm

Connecting thread M 12 180 mm long

Type M10/M12

Connector plate for earthing fixed point

Threaded bolt M 10 @ 8-10/ fl 30 mm 791550 18,50
with lock nut

ﬁlifi
&-—-t. - o 1
Connector plate for earthing fixed point V4A

Threaded bolt M 12 @ 8-10/ fl 30 mm 7 916 50 22,00
with lock nut

Wire straightener
for ¢ 8+10 mm high wear-resistant Nylon-rolls, 7000 10 or.
light-weight, easier transportation onto the roof

Earth measuring device Unitest Telaris Earth

Unitest Telaris Earth 7 100 10 o.r.
to measure earth resistances with digital display

Measuring range: 0-202 /2000 /2 ka /20 ko
Measuring frequency: 128 Hz

Batteries: 6 x AA batteries R6 1,5V
Size: 180x180x125 mm

Accessoires:

1 stabile carrying pouch, 4 earth stakes (400x8 mm), 1 Hammer (1000g),
2 measuring conductors yellow and red (je 22 mtr)

2 measuring conductors black (each 5 m) 4 crocodil clamps

Earth resistance measuring with measuring set
: 7 11000 o.r.

other measuring devices upon inquiry
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DBS
8 - Screws, nuts, duplo tools, crossbar &) stands for safety

Material Length Order No. € p.p.

Screws DIN 84 combination recessed slot

Stainless steel M6 16 mm 891150 0,52
Stainless steel M6 20 mm 8912 50 0,58
Nuts DIN 9345
Stainless steel M 6 8924 50 0,42
Stainless steel M 8 8925 50 0,52
Stainless steel M 10 8926 50 0,79
VS-Cleat
Stainless steel @ 6-8 mm 806254 1,05
Aluminium ? 6-8 mm 8063 64 0,85
Copper % 6-8 mm 8063 24 1,80
Nylon grey 25 mm 893032 0,84
Nylon grey 40 mm 893132 0,99
Nylon grey 60 mm 893232 1,10
Nylon copper 25 mm 8933 32 0,94
Nylon copper 40 mm 8934 32 1,10
Nylon copper 60 mm 8935 32 1,26
Stainless steel ¢ 6mm 25mm 894253 1,40
Stainless steel ¢ 8mm 25mm 894053 1,40
Stainless steel % 10 mm 25 mm 894153 1,40
Copper-plated ¢ 6mm 25mm 894223 2,20
Copper-plated ¢ 8mm 25mm 894023 2,20
Copper-plated ¢ 10 mm 25 mm 894123 2,20

please state the desired shape in your order

loose fixed
conductors
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DBS
8 - Screws, nuts, duplo tools, crossbar &) stands for safety

Material Length Order No. € p.p.

Double cleat

Steel hot-dip galvanized @ 8-10 mm 8040 17 0,73
Stainless steel @ 8-10 mm 804057 0,94
Aluminium @ 8-10 mm 804067 0,79
Copper ? 8-10 mm 804027 1,05
Cable holder
Aluminium ® 8 mm 804161 0,60
Copper @8 mm 804121 0,80
1-Screw cleat
Steel hot-dip galvanized ¢ 8 mm 8 062 15 0,54
Stainless steel @ 8 mm 8063 55 0,73
Aluminium ¢ 8 mm 8 063 65 0,55
Copper ? 8 mm 8 063 25 1,03
2-Screw cleat open
Steel hot-dip galvanized @ 8 mm 805211 0,35
Stainless steel @ 8 mm 805251 0,70
Aluminium @ 8 mm 8052 61 0,38
Copper @ 8 mm 805221 0,70
2-Screw cleat long
Steel hot-dip galvanized ¢ 16 mm 8059 11 0,46
Steel hot-dip galvanized @ fl 30 mm 805111 0,35
Stainless steel @ 16 mm 8059 51 0,73
Stainless steel ? f130 mm 8051 51 0,63
Aluminium g 16mm 8 059 61 0,48
Aluminium ¢ f130 mm 805161 0,38
Copper ¢ 16 mm 8060 21 0,81
Copper ¢ fl 30 mm 805121 0,70
2-Screw cleat long
Steel hot-dip galvanized % 8 mm 8055 11 0,43
Stainless steel @ 8 mm 805551 0,84
Aluminium % 8 mm 8 055 61 0,46

Copper ® 8 mm 8 05521 0,92
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DBS
9 - Conducting material &) stands for safety

Material Order No. € p.p.

0. I. = prices on request

Round wire with zink coating  about 50 kg reel

Steel g 8mm 0,400 2,50 5008 o.R.
Steel ¢ 10mm 0,620 1,61 5010 o.R.
Round wire aluminium about 20 kg reel
= Aluminium semi-riged ¢ 8mm 0,135 7,40 7008 o.R.
Aluminium soft-torsionable ¥ 8 mm 0,135 7,40 70081 o.R.
Alu plastic-coated 1,5 mm g 8mm 0,195 5,10 70082 o.R.
Aluminium g 10mm 0,21 4,76 70083 o.R.
Aluminium/Copper 9 8mm 550 70084 o.R.
Round wire copper about 45 kg reel
Copper massiv semi-riged @ 8mm 0,450 2,25 6008 o.R.
Copper massive soft ¢ 8mm 0,450 2,25 60081 o.R.
Round wire Staindessssteel
T Stainless steel 1.4301 g 8mm 0,400 2,50 9008 o.R.
Stainless steel 1.4301 ¢ 10 mm 0,620 1,61 9010 o.R.
Stainless steel 1.4571 (V4A) ¢ 8 mm 0,400 2,50 90081 o.R.
Stainless steel 1.4571 (V4 A)g 10mm 0,620 1,61 90101 o.R.
Round wire steel about 50kgreel
Steel with plastic coating ¢ 8mm 0,440 2,27 4000 o.R.
Steel with plastic coating ¢ 10mm 0,700 1,43 4001 o.R.
Aluminium cable 50 mm?
Cable structure 13,5kg/100 m 012560 o.R.

Quantity x wire =19x1,8 mm

Straightening tool cranked
792000 43,97

Straightening tool steel chrome-plated

Round wireg 8 mm + screwg 13 mm 7921 00 170,00
792100 792200 with ratchet @ 17 mm
Round wireg 10-13 mm 7 922 00 185,00
‘‘‘‘‘ Strip iron 30-50 mm x 3,5-4 mm 792300 197,00
792300
Wrecking bar
400 mm 7 924 00 33,50
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DBS
9 - Conducting material &) stands for safety

Material Length Order No. € p.p.

0.R.= prices on request

Flat strips
Steel hot-dip galvanized 30x3,5mm 0,840 1,19 8 030 o.r.
Steel hot-dip galvanized 30x4,0mm 0,961 1,04 8 040 or
Steel hot-dip galvanized 40x4,0mm 128,1 0,78 8 050 o.r.
Steel hot-dip galvanized 40x5,0mm 160,1 0,63 8 060 o.r.

about 25 and 50 kg coils

Stainless steel rustproof 1.4301 30x3,5mm 0,840 1,19 9031 o.r.
Stainless steel rustproof 1.4571 (V4A) 30x3,5mm 0,840 1,19 90301 or.
about 21 and 50 kg coils

Expansive mortar
Special concrete for improving the earthing resistance 30 kg o.r.

EXPANSIV MORTAR

Fitting coulours parts!

Lightning protection components in an optically matching solution!

Visible components for your lightning protection system are also available in the matching RAL colours. All
materials such as steel, stainless steel or aluminum can be powder-coated and thus will blend in with your building.

Every RAL Colour is available, what you see here are just a few samples.
We are happy to help with the selection of the best matching colour for your house!

Anthracit-RAL 7016 Prefawhite-RAL 9016 Copperbrown-RAL 8004

Mossgreen-RAL 6005 Doveblue-RAL 5014 Alubrown-RAL 8014
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DBS
10 - Lightening rods, holders, accessories &) stands for safety

Material Order No. € p.p.

Tubular air termination, rods tapered aluminium 16 mm with 1 m 810 mm

_ Aluminium 1500 mm 013060 11,80
’ Aluminium 2000 mm 013160 15,20
Aluminium 2500 mm 013260 18,40
Aluminium 3000 mm 013360 21,80
Aluminium 3500 mm 013460 25,90
Aluminium 4000 mm 013560 29,40

also available in different lengths

Aluminium rod ¢ 10 mm

Aluminium 1000 mm 0140 60 5,20

Aluminium 6000 mm 014160 28,00
Wedge system concrete base

17 kg % 340 mm 4 803 00 24,90

8.5kg % 240 mm 480301 18,50
Support plates for concrete base

17 kg 8 370 mm 4802 50 7,80

8.5 kg ¢ 280 mm 480251 6,60
VA wedge for concrete base

Stainless steel 4 850 50 5,00

e

Wall mounting for ISO-lightening rods  Wall distance 80 mm @ 40-42,4 mm 1 14"
Stainless steel 012050 19,60

£S5
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DBS

10 - Lightening rods, holders, accessories &) stands for safety
Material Length Order No. € p.p.
Air termination rod without stand Rod Stainlgss steel 40 mm 2-piece
Stainless steel 2-part 3,0m 20 483220 139,00
Stainless steel 3,5m 2,0 483110 184,00
Stainless steel 4,0m 2,0 483109 230,00
Stainless steel 45m 2,0 4 832 04 270,00
Stainless steel 50m 2,0 4832 05 305,00
compression molded tip Stainless steel 5,5m 2,0 4 832 06 359,00
Stainless steel 6,0 m 2,5 4 832 07 436,00
( Stainless steel 6,5m 2,5 4 832 08 496,00
Stainless steel 7,0m 2,5 483219 572,00
Stainless steel 7,5m 2,5 483215 622,00
Screw connection Stainless steel 8,0m 2,5 482320 697,00
M16 fitting with lock nut Stainless steel 85m 2,5 4832 14 745,00
Rod Stainless steel @ 48,3 mm 4-piece
Stainless steel 9,0 m 2,5 4 832 37 935,00
Stainless steel 9,5m 2,5 483228 970,00

Rod Alu @ 40 mm 2-piece

|

|
’ Alu 3,0m 20 483301 128,00
I Alu 3,5m 2,0 4 83302 158,00
!| - Alu 4,0m 20 483303 185,00
[ ?:52 ;IJieISegs/parts of the rod Alu 4,5m 2,0 483304 215,00
can be assembled on site Alu 50m 2,0 4 833 05 235,00
Alu 55m 2,0 4 833 06 265,00
; Alu 6,0 m 2,5 4 83307 295,00
Alu 6,5m 2,5 483308 324,00
! Alu 7,0m 2,5 483309 355,00
| Alu 7,5m 25 483310 385,00
| Alu 8,0m 2,5 482311 415,00
{ Alu 8,5m 2,5 483312 445,00

Rod Alu @ 50 mm 4-piece
Alu 9,0 m 2,5 483313 607,00
Alu 9,5m 2,5 483328 648,00
4-Leg stand for self installation

Aluminium base plate 80 x 80 mm 4 830 60 75,38
Aluminium base plate 110 x 110 mm 483160 78,53
Aluminium base plate 150 x 150 mm 4 832 60 82,71

For wire @ 8 mm for concrete base incl. fastening for air-termination

Air-termination rod and concrete base must be ordered separately
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DBS
10 - Lightening rods, holders, accessories &) stands for safety

Air termination rods with 3-leg stand Also available up to 23 m height

A Rod length 3,0 m
3 x17 kg stand 0.72 m x 0.67 m with fitting threaded rod without concrete block

Stand Rod Version . Order No. Price
Stainless steel  Stainless steel foldable 483001 465,00
Stainless steel  Alu foldable €uhe! 4837 01 450,00
Alu Alu screwable 483721 400,00
A Rod length 3,5 m
3 x 17 kg Stand 0.72 m x 0.67 m with fitting threaded rod
Stand Rod Version Order No. Price
Stainless steel  Stainless steel foldable KNE ;\/ 4 830 02 495,00
Stainless steel  Alu foldable \euheid 4 837 02 480,00
Alu Alu screwable 483722 425,00
Rod length 4,0 m
B 3 x 17 kg Stand 1.40 m x 1.20 m with fitting threaded rod without concrete block
Stand Rod Version Order No. Price
Stainless steel ~ Stainless steel foldable 483003 557,00
Stainless steel  Alu | foldable 4 837 04 535,00
Alu Alu screwable 4 834 20 475,00
B Rod length 4,5 m
3 x 17 kg Stand 1.40 m x 1.20 m mit den dazugehdrigen Gewindestangen
Stand Rod Version Order No. Price
Stainless steel  Stainless steel | foldable 483004 592,00
| Stainless steel  Alu foldable 4 837 05 565,00
: Alu Alu | screwable 483421 513,00
B I Rod length 5,0 m
| 6x17 kg Stand 1.40 mx 1.20 m with fitting threaded rod
Stand Rod Version Order No. Price
Stainless steel ~ Stainless steel foldable 4 830 05 675,00
Stainless steel  Alu foldable 4 837 06 625,00
Alu Alu | screwable 483422 595,00
B ! Rod length 5,5 m
i 6 x 17 kg Stand 1.40 m x 1.20 m with fitting threaded rods
Stand Rod Version Order No. Price
Stainless steel ~ Stainless steel foldable 4 83006 700,00
Stainless steel  Alu 1 foldable 483707 660,00
Alu Alu ' screwable 483422 625,00

A

foldable version
rod length <3,5m

foldable version
rod length >4 m
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DBS
10 - Lightening rods, holders, accessories &) stands for safety

Air termination rods with 3-leg stand Also available up to 23 m height

B Rod length 6,0 m
6 x 17 kg Stand 1.65 m x 1.85 m with fitting threaded rod

Stand Rod Version Order No. Price

Stainless steel  Stainless steel foldable 4 83007 1020,00
Stainless steel  Alu foldable 4 837 08 920,00
Alu Alu screwable 483824 795,00

B Rod length 6,5 m
6 x 17 kg Stand 1.65 m x 1.85 m with fitting threaded rod

Stand Rod Version Order No. Price

Stainless steel  Stainless steel foldable 4 83008 1095,00

Stainless steel  Alu foldable 4 837 09 995,00

Alu Alu screwable 4 834 25 875,00
B Rod length 7,0 m

6 x 17 kg Stand 2.30 m x 2.10 m with fitting threaded rod

Stand Rod Version Order No. Price

Stainless steel  Stainless steel foldable 483009 1220,00

Stainless steel  Alu foldable 483712 1140,00

Alu Alu screwable 4838 09 1020,00
B Rod length 7,5 m

6 x 17 kg Stand 2.30 m x 2.10 m with fitting threaded rod

Stand Rod Version Order No. Price

Stainless steel  Stainless steel foldable 483010 1290,00

Stainless steel  Alu foldable 4 83713 1200,00

Alu Alu screwable 483810 1090,00

B Rod length 8,0 m
6 x 17 kg Stand 2.90 m x 2.50 m with fitting threaded rod

Stand Rod Version Order No. Price

Stainless steel  Stainless steel foldable 483011 1425,00
B Rod length 8,5 m

6 x 17 kg Stand 2.90 m x 2.50 m with fitting threaded rod

Stand Rod Version Order No. Price

Stainless steel  Stainless steel foldable 483012 1460,00
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DBS
11 - Isolation rods and holders variable &) stands for safety

Material Length Order No. € p.p.

Space bar g 16 mm GFK

1 piece 3m 023030 52,00
5 pieces 3m 023130 237,00

Isolation SpPpacer GFK ¢ 16 mm, hexagonal bush with base plate

Stainless steel crossbar and base plate ¢ 16 mm 500 mm 014551 30,70
Stainless steel crossbar and base plate ¢ 16 mm 700 mm 014651 33,70
Stainless steel crossbar and base plate @ 16 mm 1000 mm 014751 39,90

Stainless steel crossbar and base plate # 8mm 500 mm 015051 30,50
Stainless steel crossbar and base plate @ 8 mm 700 mm 015151 33,50
Stainless steel crossbar and base plate ¢ 8 mm 1000 mm 015251 39,70

Isolation spacer Grk g 16 mm, hexagonal bush, pipe bracket 11/2 -2 “

Stainless steel crossbar g 16 mm 500mm 015551 34,90
Stainless steel crossbar ¢ 16mm 700mm 015651 37,90
Stainless steel crossbar ¢ 16 mm 1000 mm 015751 45,30
Stainless steel crossbar  8mm 500mm 016051 34,60
Stainless steel crossbar  8mm 700mm 016151 37,70
Stainless steel crossbar ) 8 mm 1000 mm 016251 45,00
Isolation Spacer GFK @ 16 mm, hexagonal bush, pipe bush 1 1/4-3 “
Stainless steel crosshar 16 mm 500 mm 016551 44,00
Stainless steel crossbar ¢ 16mm 700mm 016651 45,40
Stainless steel crossbar @ 16 mm 1000 mm 016751 49,20
Stainless steel crossbar [0) 8 mm 500 mm 017051 43,80
Stainless steel crossbar  8mm 700 mm 017151 45,20
Stainless steel crossbar [0) 8 mm 1000 mm 017251 49,00
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DBS
11 - Isolation rods and holders variable b

Material Length

Iso-spacer GFK ¢ 16 mm, variable base parts, hexagonal bush

stands for safety

Order No. € p.p.

, Stainless steel crossbar ¢ 16 mm 500 mm 017551 20,40
@ - Stainless steel crossbar @ 16 mm 700 mm 017651 23,50
w B Stainless steel crossbar @ 16 mm 1000 mm 017751 30,90
o, . "
) Stainless steel crossbar g 8mm 500 mm 018051 20,20
Stainless steel crossbar $ 8mm 700 mm 018151 23,30
Stainless steel crossbar ¢ 8 MM 1000 mm 018251 30,70
Iso-spacer GFKg 16 mm with hexagonal bush
m\" Stainless steel crossbar and angle @ 16 mm 700 mm 0178 51 29,80
%m,_.
Wall mount for arrester rod ¢ 8-10mm
Stainless steel angle GFK ¢ 16 mm 700 mm 018551 42,00
Wall mount for arrester rod ¢ 16 mm
Stainless steel angle GFK @ 16 mm 700 mm 018651 42,00
4
Iso-spacer GFK ¢ 16 mm, hexagonal bush and VS-crossbar for wedge concrete base
Stainless steel VS crossbar 1000 mm 0 188 54 22,20
Hexagonal bush with thread M8 and fixing screw M 8
for GFK ¢ 16 mm 0190 60 8,50
Base plate with hexagonal bush
- Stainless steel plate 0193 50 12,60
-

g
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11 - Isolation rods and holders variable

Material

Hexagonal bush

Stainless steel crossbar

Hexagonal bush

Stainless steel crossbar

Hexagonal bush ¢ 20-23mm

«

Transverse mounting bush

f
:

Stainless steel crossbar

Fixing bolt Aluminium

Transverse mounting bush with flat angle
Stainless steel angle
o E - —

Angle with clamp ¢ 16 mm
Stainless steel

Kalzip clamp cluminium

'

Clamp

50

DBS

O

@ 16 mm

@ 8 mm

@ 23 mm

@ 16 mm

® 16 mm

@ 16 mm

stands for safety

Order No.

019451

019551

019651

0196 60

0197 50

0198 50

0202 60

10,40

10,30

11,30

9,50

13,40

11,30

4,10



DBS
11 - Isolation rods and holders variable &) stands for safety

Material Length Order No. € p.p.

Rod holder for saddle roofs

Stainless steel 470 mm 0205 50 25,65
[~

& 4

Rod holder 1000 mm long with connecting piece ¢ 10 mm

Stainless steel transverse holder g 16 mm 200/800 mm 0 206 50 21,45
|

Aluminium lightening rod % 10 mm
Isolating roof support

Stainless steel transverse mount 250 mm 0207 53 24,50
Isolation support GFK with clamping saddle

Holder for air-termination rod, stainless steel @ 40- 50 mm
for rods without metal strip 021150 23,00
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DBS
11 - Isolation rods and holders variable D

Material Length

Turnbuckle for pipes ¢ 60-300 mm, hexagonal bush
' Stainless steel

Tension strap width 25 mm
Stainless steel Cassette 25 m

Stainless steel

Stainless steel 90 Grad

Pipe clamp
galvanized with hexagonal bush @ 23-30 mm

Pipe clampe with transverse mounting bush
stainless steel with transverse mounting bush
@ 23-30 mm

52

stands for safety

Order No.

021250

021350

021450

021550

021710

0217 50

€ p.p.

19,00

69,50

18,30

19,90

16,80

36,90




11 - Isolation rods and holders variable

Material

Pipe bracket 1 1/2-2” with hexagonal bush
Stainless steel

Pipe bracket 1 1/4-3” with hexagonal bush

e

Square profile for fixing with hexagon bush

Stainless steel

Steel hot deep galvanized
Stainless steel

Steel hot deep galvanized
Stainless steel

Multi clamp for lightning rod and spacer 16 mm

Steel hot deep galvanized
Stainless steel

Multi clamp for lightning rod and wire

Steel hot deep galvanized
Stainless steel

Saddle clamp with thread M12

”

Steel
Steel hot deep galvanized

53

DBS

&) stands for safety

bis 40-40
bis 40-40

bis 60-40
bis 60-40

¢ 16/16 mm
¢ 16/16 mm

¢ 8/16 mm
¢ 8/16 mm

Order No.

021850

021950

022010
022050

022110
022150

023510
023550

023610
0236 50

@ 8-16/12-25 mm 0237 00
@ 8-16/12-25 mm 0237 10

€ p.p.

22,90

33,90

11,80
15,20

13,20
17,80

4,10
9,30

3,40
7,90

7,15
8,30



DBS
12 - Isolated OBO isCon-cables and accessories &) stands for safety

Material Order No.

IsCon cable cross section 35 mm?, external @ 23 mm, separator band distance 0.75 mtr. in air

black 35 mm? 25m 040030 1.539,00

black 35 mm? 100 m 040130 6.072,00
Pliers for stripping cable

For insulated conductor 040100 560,00
Spare knife

Spare blade for the pliers 040200 139,00
Connector niro double pack

for insulated conductor VPE 2 pieces 040340 51,80

incl. shrink tube VPE 2 pieces Price p.p.
For insulated cables/conductors

with connection pin, screw locking and shrink tube

Connector niro

For insulated conductor 0404 40 65,00

For insulated conductor, internal thread
M 16 for connection of the lightning spike

PVC black, VPE 15 pieces 360x3Imm 040630 14,95

Cable tie

Cable bracket

s N <]

Stainless steel @ 23 mm 040650 1,30
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DBS
13- Dissipations + fixings for » 23 mm &) stands for safety

Material Order No. € p.p.

Iso-dissipator support on wall or roof
hot-dip galvanized 200 mm 0407 10 23,50

‘ Stainless steel 200 mm 047050 39,80

Dissipator holder

Stainless steel @ 20-23 mm 0408 50 3,00
Derivation holder for saddle clamp
Stainless steel @ 23 mm 0408 51 6,45
ﬁ
i
Equipotential bonding clamp with k.
Stainless steel @ 23 mm 041050 5,95

e

Wall Mount

Stainless steel for insulated conductors ? 23 mm 750 mm 041053 47,40

Hexagonal bush ¢ 20-23mm

Separating spacer asset including rubber mat and stainless steel crossbar

Stainless steel crossbar @ 23 mm 019651 11,30

8.5 kg concrete base @ 23 mm 300 mm 041153 33,50
17 kg concrete base ¢ 23 mm 700 mm 0412 53 51,30

Concrete stone recyc. for Iso-conductor
1 kg concrete stone ? 23 mm 041330 4,60
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DBS
13 - Dissipation & fixings for ISO-conductors &) stands for safety

Prices on request
Isolated lightning rod @ 50 mm for interior isCon conductor

Complete with 4-leg stands and the fitting threaded rods.
Concrete bases must be ordered extra.

Rod and stands with lateral cable exit 30 mm wide.

Lightning rods ¢ 50 mm with cable interior connection to the tip.

Stand Niro, rod Alu/GFK
1 mtip 816 mm

B
4-leg folding lightning rod stand 1.0 m segment type

Ground area 1.3x 1.4 m 40m base4x1m 0107 50 o.r.
Ground area1.3x 1.4 m 4.5m base4x1m 0108 50 o.r.
Ground area 1.3x1.4m 50m base4x1m 010950 o.r.

4-leg folding lightning rod stand 1.5 m spread width

Ground area 1.7x1.9m 55m base4x2m 011050 o.r.
Ground area 1.7x 1.9 m 6.0m base4x2m 011150 o.r.
Ground area 1.7x1.9m 6.5m base4x2m 011250 o.r.

4-leg folding lightning rod stand 2.0 m spread width

Ground area 2.1 x 2.3 m 7.0m base 4 x2m 011350 o.r.
Ground area 2.1x 2.3 m 7.5m base4x3 m 011450 o.r.
Ground area 2.1x2.3m 8.0m base4x3m 011550 o.r.

4-leg folding lightning rod stand 2.5 m spread width

Ground area2.5x2.9m 9.0m base4x3m 011650 o.r.
Ground area 2.5x2.9m 10.0m base4x3m 011750 o.r.
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DBS
13 - Dissipation & fixings for ISO conductors &) stands for safety

Prices on request
Only rods without stand with 1 m tip alu g 16 mm

Lightening rodsg 50 mm with cable interior Lightening rods? 50 mm
connection to the tip without cable outlet
30 mm cable outlet for rod stand for assembly on walls, pipes, etc.
40m 011850 o.r. 40m 0118 30 o.r.
45m 011950 o.I. 45m 011930 o.r.
50m 012050 o.r. 50m 012030 o.r.
55m 012150 o.r. 55m 012130 o.r.
6.0m 012250 o.r. 6.0 m 012230 o.r.
6.5m 012350 o.r. 6.5m 012330 o.r.
7.0m 012450 o.r. 7.0m 012430 O.r.
) 7.5m 012550 o.r. 7.5m 012530 O.r.
[ 8.0m 012650 or. 8.0m 0126 30 our.
9.0m 012750 o.r. 9.0m 0127 30 o.r.
10.0 m 012850 o.r. 10.0 m 012830 o.r.

4-leg lightening stand Niro for rods up to 10 m height 8 50 mm

In 4 sizes with cable outlet 30 mm width

Version Segment/Type Height main pipe Ground area Order No.

Folding 1.0m 0.6m 13x14m 012950 o.r.
Folding 15m 0.9m 1.7x19m 013050 o.r.
Screw 20m 1.15m 21x23m 013150 o.r.

Screw 25m 1.45m 25x29m 013250 o.r.
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DBS

S- Specials

Material

Mounting bridge at folds with hexagon bushing

stands for safety

Order No.

e Stainless steel 130 mm S 233450

Mounting bridge at folds with VS-cleat

Stainless steel 130 mm S 233454
Connecting clamp with hexagon bushing

Steel hot-dip galvanized for folds up to 18 mm S 233610

Steel hot-dip galvanized for folds up to 35 mm 5233710
Conductor with rod holder

Steel hot-dip galvanized $251710

Stainless steel S 251750
Connection angle

Steel hot-dip galvanized 100x90 mm S430710
Tapered air-termination rod for corrugated roofs

Aluminium 1000/1000 mm S 576 560

Concrete base, PVC-covered
Solar holder, lenght 80 mm

Aluminium mill finish S 575330
Cleat

Steel hot-dip galvanized with 3 holes ¢ 11 mm S 805511
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€ p.p.

19,30

8,55

18,50
20,40

7,10

11,80

1,80

178,00

19,80

5,40



DBS

Specials D
Material Length
Turnbuckle with double cleat
for band 25 mm
‘ Aluminium 4 mm 100x90
Lo .." La) £
k|
e

Spindle clamp

R

Roof gutter fixing clamps for conductors

Steel hot-dip galvanized
y Al

. Copper
- n

Cable fastening @ 35 mm

Steel hot-dip galvanized
Stainless steel
Aluminium

Stainless steel

stands for safety

Order No. € p.p.
S 021 250 11,40
S 112 960 3,55
$230017 1,35
S 230057 1,85
S 230067 1,35
$230110 2,00
$230120 7,10
S 040 850 2,90

notes
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General business terms

With publication of this catalog — edition 2017 — all previous offers expire.

All bargain offers are subject to change without prior notice.

Freight charges

We offer free shipping above a net order value of € 400,- excluding conductive material and concrete goods.
All our prices are — unless otherwise agreed — are quoted ex works, including customary costs for packaging
and shipping.

Costs for express delivery will be charged to the receiver.

Transport
Goods are transported at the purchaser’s own risk.

Delivery times

Normally, we deliver within 3 working days, at the latest within 10 working days after receipt of order.
Delivery delays do not entitle the purchaser to a compensation or the cancellation of the order.

Retention of title
The delivered goods remain property of DBS until full payment is received.

Complaints / Disclaimer of liability

Complaints regarding defects or damages must be made within 10 days of the receipt of goods. Should such
defects or damages be acknowledged by us, a replacement will be delivered free of charge. We will not be
liable for compensation claims for consequential damages. We can assume no liability for complaints caused
by deviation from the applicable standard.

Prices

All prices are net prices plus VAT. If an increase in the cost factors occurs, the prices for the goods not yet
delivered on the date of entry into force will increase as well. Quantity discounts are granted by special
arrangement only.

Terms of payment
We offer a 2 % cash discount for payments within 14 days. The net price applies for payments received within

30 days. Exception: For payment after 30 days there is no discount on conductive material. In case of late
payments default interest will be charged at market rates.

General Manager Michael Graf von Deym
UID-No.: DE 129 263 884 Tax Office Eggenfelden Tax-Nr.: 113/211-10160

Place of jurisdiction
Seat: Weihersbach, registered at the district court Landshut under HRB No. 289
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